**AKUART: HANG WITH ME**

Suspended Acoustic Design Elements

**Product Description**

Hang With Me is a set of suspended acoustic art panels with a replaceable printed canvas on both front and back sides. Made from sustainable materials, it is characterized by combining high acoustic functionality with a simple and strong graphical composition.

It is possible to configure the suspended panels as needed to fit any interior space. This makes Hang With Me a natural choice when creating acoustic zones in open workspaces.

<table>
<thead>
<tr>
<th>Metric</th>
<th>Standard</th>
<th>Thickness (60mm)</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>Small</td>
<td>24 in. x 18 in.</td>
<td>2.36 in.</td>
<td>5.4 lbs</td>
</tr>
<tr>
<td>Medium</td>
<td>24 in. x 38 in.</td>
<td>2.36 in.</td>
<td>7.27 lbs</td>
</tr>
<tr>
<td>Large</td>
<td>24 in. x 58 in.</td>
<td>2.36 in.</td>
<td>13.1 lbs</td>
</tr>
<tr>
<td>X-Large</td>
<td>24 in. x 78 in.</td>
<td>2.36 in.</td>
<td>16.93 lbs</td>
</tr>
<tr>
<td>XX-Large</td>
<td>24 in. x 98 in.</td>
<td>2.36 in.</td>
<td>20.79 lbs</td>
</tr>
</tbody>
</table>

**Predefined Configurations**

Hang With Me consists of 5 acoustic “building blocks” that can be arranged in configurations of heights ranging from 18” to 98”. Custom block sizes and configurations are available. The ceiling wire system is included with standard sizes. Floor and custom wire systems are an add on. The maximum size for assembled Hang With Me “blocks” is 94” x 47”.
AKUART: HANG WITH ME

Available Frame Colors / Finishes

- White: RAL 9003
- Black: RAL 9011
- Charcoal: RAL 7021
- Grey: RAL 7004
- Custom: RAL or NCS

NRC (Sound Absorption Rating): ASTM C423-90A

NRC: .9

Fire Rating

Canvas: Classification B-s1 according to DIN EN 13501-1
Acoustic Material: Fire retardant. Classification B-s1,d0 according to EN ISO 11925-2 & EN 13823

Environmental Certifications

VOC Emissions: CDPH v1.2-2017 Compliant; TVOC <0.5 mg/m3
OEKO-TEX® Standard 100

Product Care

AKUART is made with a form-stable stretched fabric which does not wrinkle or fold when mounted on the frame. The canvas is easily cleanable with bleach and can be machine washed at high temperatures (194 F), making it an ideal solution for pathogen concerns and healthcare environments. AKUART’s unique design makes it possible to quickly and easily detach and replace the canvas, providing the option to change and update the print.

Installation

Common aircraft cable attached to the frame’s integrated wire locks as well as floor and ceiling mounts. They can also be used as a divider in front of glass walls to increase visual privacy.